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Tunable scattering from liquid crystal devices
using carbon nanotubes network electrodes
Ammar A. Khan,†a G. Dinesha M. R. Dabera,†b Haider Butt,*‡c Malik M. Qasim,a
Gehan A. J. Amaratunga,a S. Ravi P. Silvab and Timothy D. Wilkinsona
Liquid crystals are of technological interest as they allow for optical eﬀects which can be electrically controlled. In this paper we present an electro-optical device consisting of nematic liquid crystals addressed
by an electrode structure consisting of thin ﬁlms of polymer wrapped single walled carbon nanotubes
(nanohybrids). Thin ﬁlms of nanohybrids display excellent optical transmission and electrical conduction
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properties. Due to the randomly organised nanohybrids these composite ﬁlms produce interesting direc-
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tor proﬁle arrangements within the liquid crystal layers. As a result, enhanced scattering of laser and white
light was observed from these liquid crystal cells which bend themselves as electrically controllable
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optical diﬀusers and beam shapers.

Introduction
Carbon nanotubes (CNTs) are one of the most promising
materials for device fabrication due to their excellent electrical,
thermal, and mechanical properties in addition to high aspect
ratio and high resistance to chemical and physical attack.1 The
experimental evidence of the existence of carbon nanotubes
was discovered by Iijima by imaging multi-walled carbon nanotubes (MWCNTs) using transmission electron microscopy.2
Iijima later also discovered single-walled carbon nanotubes
(SWCNTs) which can be considered as a rolled graphene sheet.
The combination of liquid crystals (LCs) and carbon nanotubes allows for the composite system to be used in nondisplay applications. Initial studies in this field involved fabrication of CNT dispersions in LCs where the aim was to electrically control the alignment of CNTs with the LCs.3 This also
covered the possibilities of enhancing the thermotropic properties LCs by CNT doping4 and achieving LC alignment
through super-aligned CNT films.5
More recently extensive work has been carried out towards
using sparse arrays of vertically aligned MWCNTs as high
aspect ratio electrodes for LCs.6 On application of voltage the
a
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MWCNTs produce very strong electric fields which were used
to address LC layers, producing three dimensionally varying
director profiles. By using such tailored CNT electrodes,
our group developed various LC nanophotonic devices, such
as electrically switchable diﬀraction gratings,7 microlens
arrays,8–11 wavefront sensors,12 and imaging technologies for
3D microscopy.13 So far by using the hybrid combination of LC
and MWCNTs we have demonstrated devices which utilize the
near field lensing and coherent diﬀraction eﬀects. Here we
demonstrate the use of thin films of SWCNTs as transparent
electrodes for LCs.
A thin film of randomly arranged single walled carbon
nanotubes (also called SWCNT networks) was deposited on
indium tin oxide over glass (ITO/glass) substrates. This substrate was used as an electrode to address LC molecules. On
application of a voltage the SWCNT films produced time averaged electric field profiles with random domains within the
LC layer. The optical scattering eﬀects produced due to the
interaction between LCs and the SWCNT network was studied.
Enhanced optical scattering was observed, which can be useful
for producing electrically switchable diﬀusers and also to
improve the field of view of LC display technologies.

Polymer wrapped SWCNTs on ITO
To build the proposed device, first the CNTs network electrodes were fabricated. A polymer functionalization technique
was used to prepare percolated networks of CNTs. Semiconducting single walled carbon nanotubes (s-SWCNTs) wrapped
with regio regular Poly(3-hexylthiophene-2,5-diyl) (rr-P3HT)
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was prepared using a method explained in a previous study.14
In brief, the solution of polymer wrapped CNTs (nanohybrids)
was prepared by dissolving an excess amount of rr-P3HT
(Rieke Metals Inc, weight average molecular weight, Mw =
50 000 g mol−1 and regioregularity = 95%) (rr-P3HT concentration = 1.2 mg ml−1) in chlorobenzene (Sigma-Aldrich)
followed by the addition of s-SWCNTs (Nanointegris IsoNanotubes-s (90% semiconducting)) in an ultra-sonic bath where
the concentration of s-SWCNTs is 1.0 mg ml−1. Ultra-sonication helps the dispersion of s-SWCNTs in the rr-P3HT
medium allowing the rr-P3HT strands to wrap around the
s-SWCNTs. rr-P3HT helps to separate out s-SWNTs from
bundles which results in a good dispersion of well-separated
s-SWNT network films. In addition, a polymer wrapping technique over covalent functionalization (such as acid functionalization) is used to avoid damaging the s-SWNTs during the
process. A solvent extraction procedure based on centrifugation and ultra-sonication was used to remove the excess
polymer from the reaction system (toluene (Sigma-Aldrich) is
used as the solvent). The final concentration of s-SWCNTs in
the nanohybrid sample is estimated as ∼0.25 mg ml−1 (assuming no significant amounts of s-SWCNTs were removed during
the process) in o-dichlorobenzene (Sigma-Aldrich). The concentration reduction from 1.0 to 0.25 mg ml−1 is due to the
dilution caused by o-dichlorobenzene. The polymer : s-SWCNT
mass ratio in the nanohybrids was ∼1 : 3. The technique can
also be used to produce electrodes with type-separated SWNTs
for device applications.
The nanohybrids solution was spin cast on cleaned ITO/
glass (cleaned with acetone, methanol prior to plasma ashing
in an oxygen environment) at a spin speed of 500 rpm for
1 min. The films were then placed on a hot plate at 120 °C to
remove the excess solvent and to facilitate further crystallization of rr-P3HT. The nature of the resulting nanohybrids films
was observed under the atomic force microscope (AFM) where
well-dispersed and dense nanohybrid networks can be seen
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over the whole substrate. An AFM image of a typical film over
an area of 10 × 10 µm is shown in Fig. 1(a). The average RMS
roughness of the network films calculated over more than 10
samples is 3.27 ± 0.22 nm.
In order to utilise the nanohybrid networks as electrodes in
liquid crystals based devices it is vital that the network films
do not absorb a large fraction of light passing through it.
Therefore, if the nanohybrids are to be used in conjunction
with ITO as a transparent electrode, it is necessary that the
nanohybrids coated ITO electrode has a high optical transmission (%T). A Varian Cary 5000 UV-Vis-NIR spectrometer
was used to obtain the optical transmission spectra of the electrodes and the corresponding spectra of a nanohybrids/ITO
electrode and a pristine ITO electrode are shown in Fig. 1(b). It
is interesting to see that being highly dense, only a small fraction of optical transmission is dropped when the nanohybrids
are coated on ITO. The maximum %T drop is ∼3–5% which
spans over the wavelength region, 370–600 nm. The inset of
Fig. 1(b) further reveals the comparable optical transmission
of the hybrid electrodes in comparison to ITO only electrodes.
Similar thin films of silver nanowires have also been proposed
for ITO replacement in electro-optical devices,15 but their
transmission (about 60%) is much lower than ITO and the
subject SWCNT/nanohybrid films (∼80%).
Furthermore, in our SWCNT/nanohybrid films a possibility
exists that during the polymer wrapping process/nanohybrid
formation more than a single s-SWNT is coated with the
polymer as a vigorous sonication process using an ultrasonic
probe was not employed in the synthetic route used here.
AFM thickness analysis based on four diﬀerent nanohybrid
sample films (total nanohybrid count ∼100) were carried out
to analyse the size distribution of the nanohybrids (Fig. 2(a)).
For ease of calculation, a much diluted solution of nanohybrids (0.01 mg ml−1) was used and was drop cast on Si.
The histogram (Fig. 2(b)) for the number of nanohybrids vs.
thickness of a nanohybrid using the four sample films shown

Fig. 1 (a) AFM image of a dense polymer wrapped SWCNT/nanohybrid ﬁlm spin coated on ITO/Glass at a spin speed of 500 rpm. (b) Optical transmission spectra of ITO/Glass and nanohybrids coated (a network ﬁlm similar to (a)) ITO/Glass electrodes. Inset represents the images of ITO (left)
and nanohybrids/ITO (right) electrodes showing the comparable optical transmission of the two.
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Fig. 2 The distribution of nanohybrid thickness in the sample solution used. (a) Represents AFM images of nanohybrids drop cast on Si using a
0.01 mg ml−1 solution. (b) A histogram representing the nanohybrid count vs. the respective thickness.

in Fig. 2(a) displays a wide distribution of nanohybrid
thickness varying from 1.5–5 nm. The diameter of the raw
s-SWNTs used in sample preparation was in the range of
1.2–1.7 nm. According to the literature, the separation between
the polymer and SWCNT wall is 0.36 nm (van der Waals distance).16 Therefore, considering the thickness distribution of
the nanohybrids shown in the histogram, it is reasonable
to state that the sample contains a distribution of nanohybrids
of diﬀerent sizes, i.e. several fractions of nanohybrids
contain more than one s-SWNT bundled together.17,18 Due
to the size distribution of the nanohybrids, it is expected
that the nature of light-matter interactions may vary
when photons travel through the hybrid electrode network.
This would result in varying scattering patterns that give
rise to interesting optical properties when employed in LC
devices.

Device fabrication
To fabricate the electro-optical device a liquid crystal cell
was assembled using two substrates. These substrates acted
as electrodes for addressing the BL006 nematic LC layer,
sandwiched between them. BL006 was chosen to maximize
the scattering potential of the device as it is strongly polar,
with birefringence of Δn = 0.29 at room temperature. The
top substrate consisted of an ITO/Glass electrode. The second
(lower) electrode consisted of a network of polymer wrapped
CNTs/nanohybrids (Thickness ∼10 nm and sheet resistance
∼1–1.2 kΩ) deposited on an ITO/Glass electrode. The two substrates were glued together with an optically curable adhesive
(Norland NOA68) mixed together with spacer beads (Merck),
which provided a uniform cell thickness of 8.7 µm. No alignment layers were used. Electrical wire connections were made
to the two substrates using indium solder. The schematic
diagram of the fabricated device is shown in Fig. 3.

332 | Nanoscale, 2015, 7, 330–336

Fig. 3 The schematic diagram of the fabricated CNT nanohybrid
network and LC based electro-optical device.

Optical characterisation
The prepared cell was characterized using a crossed polarized
optical microscope under the application of an external electric field, with 1 kHz frequency. In conventional LC devices
(consisting of two plane ITO electrodes) a perfect dark state is
observed at low voltages. This is because the LC molecules are
well aligned with a long range order with respect to the incident light. When this alignment is parallel or perpendicular to
the incident light’s polarisation, no light passes through the
cross polarisers. However, when the LC molecules are aligned
in a random fashion the light starts leaking through the
crossed polarizers. The LC molecules being birefringent
change the polarisation of the incident polarised light causing
leakage. This is observed in Fig. 4(a) where various tiny dark
and bright LC domains are formed. The nanohybrid network
based lower electrode produces defects within the LC layer
causing domains formation with random alignments, even
with no electric field applied.
As the voltage is applied an electric field is produced
between the two ITO electrodes. The nanohybrid networks
distort the uniform electric filed profile usually found between

This journal is © The Royal Society of Chemistry 2015
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none the less still has an overall vertical direction in the bulk
of the cell. The field aligns bulk of the LC molecules vertically,
parallel to the propagation direction of incident light. Hence,
the light leakage is diminished except from very small regions
where LCs are still randomly aligned. These regions must be
located near the surface of bottom electrode and where the
nanohybrid network induces random alignments in the neighbouring LC molecules. The optical microscopy experiment was
also repeated with a higher frequency voltage signal of 50 kHz.
In the result presented in Fig. 4(g–l), similar bright to dark
transitions are observed showing that the switching eﬀect was
not varying with frequency.

Optical scattering
As observed in Fig. 4 that the nanohybrid networks produces
interesting domains within the LC layer. These domains have
diﬀerent LC director orientations and hence diﬀerent optical
phase modulation capabilities. These domains can be used to
perform random phased modulation of light to produce diffraction related scattering and diﬀusion eﬀects. To demonstrate
this, the transmission of a laser beam through the hybrid CNT
and LC device was studied. As shown in Fig. 5(a) a highly

Fig. 4 (a–f ) Nanohybrids and LC based device viewed under a cross
polarised microscope with 1 kHz voltage signal. (g–l) The same
measurement repeated at 50 kHz voltage signal. The voltage values are
in rms.

conducting parallel plates. The complex electric field produced
addresses the LC layer changing the alignment of LC molecules. At a threshold voltage of about 0.4 V µm−1 (RMS value) a
pronounce director deformation is observed with a lot of
bright domains (Fig. 4(c)). This corresponds to the light state
of the device. The interaction between the light waves polarized parallel and perpendicular to the molecular axis of LCs,
depends on the wavelength hence giving rise to diﬀerent
colours.
As the applied voltage is increased further the device goes
towards the dark state. At the voltage of 1.0 V µm−1 the device
is at the dark state which is darker than the state at 0 V µm−1.
At high voltage a strong electric field exists between the electrode, which may be distorted by the nanohybrid network but

This journal is © The Royal Society of Chemistry 2015

Fig. 5 A laser beam passing though the electro-optical device. The
voltage applied to the device is increased from 0 to 1 V µm−1. The laser
beam is most diﬀused at 0.4 V µm−1 by the LC molecules.
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focussed and concentrated laser beam has been diﬀused by
the cell.19 No polarisers were used for the experiments. The
laser light passes through the LC layer undergoing diﬀerent
phase modulations at diﬀerent domains. After coming out of
the LC cell the modulated laser light interferes with itself producing a random diﬀraction pattern around the central (zero
order) beam. This eﬀect is similar to the process used in
optical diﬀusers to diﬀuse concentrated light sources.
With an increase in the applied voltage the scattering eﬀect
was enhanced. The most uniform and highly intense laser
light diﬀusion was observed at 0.4 V µm−1. At this voltage the
device displays the maximum contrast between the light and
dark coloured domains (Fig. 4(c)), which consequently
causes better phase modulation and scattering. According to
the Bragg’s Law the distribution of the scattered light around
the central spot (zero order) is controlled by the dimensions of
the scattering elements and their spacings. At this voltage the
most number of bright domains are observed which means
the average spacing between them is the smallest. Due to
the small spacings more light is diﬀracted further away from
the zero order producing a uniform distribution extending up
to an angle of around 5 degrees from the normal.
The size of the diﬀusion pattern decreases with the increase
in voltage. At the voltage of 1.0 V µm−1 the scattered beam size
is observed to be the smallest, as the device is in the dark state
with small and few transmission domains. The diﬀused light
is located mostly close to the zero order (central spot). The
results are of interest as they show that these hybrid devices
can be used as tunable optical diﬀusers and beam shapers. A
quantitative analysis of the scattering enhancement from the
device is shown in Fig. 6.

Transmission performance and
comparison
The optical micrographs in Fig. 4 show interesting distortions
in the LC texture. On the application of an electric field, vivid
textures were seen at a field strength of 0.4 V µm−1. It is also
interesting to note that in Fig. 5, a field dependent scattering,
where the greatest amount of light is diﬀused away from the
centre maximum at approximately 0.4 V µm−1. It is postulated
that there might be a field induced highly disordered state,
occurring from the interaction of the CNT and LC medium.
A possible explanation of the observed electric field dependency of the light scattering eﬀect can be postulated through a
very simple analysis of the device using LC continuum theory.
The classical out of plane electric field induced switching of
nematic LC is governed by the magnitude of K11 (splay deformation). The Frederick’s transition for an 8.7 µm BL006 filled
cell, with K11 = 17.9 × 10−12, is approximately equal to an
applied electric field magnitude of 0.123 V µm−1, where the
following relation has been used:20
rﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃ
π
K 11
Eth ¼
d εo Δχ e
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Fig. 6 The comparison of cross polarised optical transmission through
a ITO–ITO LC cell without alignment layers, ITO–ITO LC cell with alignment layers, nanohybrid network/LC cells with nanohybrid network
thickness of 2 nm (Cell 1) and 5 nm (Cell 2). All cells had 10 µm spacing
ﬁlled BL006 LC and the applied ﬁeld frequency was 1 KHz. Field applied
in (a) forwards and in the (b) reverse direction.

where d is the thickness of the LC film, K11 is the splay elastic
constant, and Δχe is the anisotropy in electric susceptibility of
the LC medium, BL006 in this case. This is an ideal case
where a single LC domain that switches from a homogeneous
to homeotropic alignment or vice versa. The interaction
between LCs and the hybrid CNT electrode/alignment layer is
very complex, and leads to the formation of random LC
domains in diﬀerent sizes and director of orientation due to
diﬀerent directional interface with the polymer-CNTs. Also,
the hybrid CNTs may distort the electric field profile inside the
cell causing varying eﬀects on the diﬀerent LCs domains. On
increasing the field magnitude, it is possible that the initial
increase in scattering is due to an increase in refractive index
disorder that is a result of micron sized LC domains that have
diﬀerent switching thresholds, and hence a mixture of
switched, un-switched and partially switched domains could
possibly form, leading to randomly switched LC layers that
cause visible light scattering. At higher field levels, the splay

This journal is © The Royal Society of Chemistry 2015
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deformation would then overcome this random switching and
all the LC layers align with the external field, leading to
increased transmission of the light.
In order to probe this scattering state further, and confirm
its existence, we performed scattering measurements on the
devices in a fibre coupled LED setup and compared their performance to devices that have ITO electrodes both with and
without alignment layers. A 4 mm collimated unpolarised
beam of light, centred around 532 nm was incident on the
samples, and the transmitted light was focused by a collection
lens on a photo-detector (Thorlabs PDA10). The photo-diode
output was coupled to an oscilloscope that was synched to a
function generator (for electric field application). The data was
logged using a GPIB interface.
The results of the LED light scattering measurements are
summarized in Fig. 6(a) and (b). It can be seen, that the
minimum amount of field induced scattering contrast was
observed in an ITO–ITO cell with alignment layers. This is
intuitive, as it suggests a transition from a homogeneously
aligned state to a homeotropic state. A slight dip near ∼0.25 V
µm−1 shows the transition when the LC molecules, near to the
alignment layers overcome the anchoring. In an ITO–ITO cell
without alignment layers, we see considerably more switching
than the alignment layer cell, this is because there is no polyimide layer to align the LCs, leading to the formation of
micron-sized nematic domains, which present a relatively disordered texture when no field is applied, and as the applied
field strength is increased, the disordered domains align and
an increase in transmission is observed.
However, the most interesting results are seen with the
hybrid CNT-LC cells. It is observed that the application of a
field leads to an increase in scattering, and a fall of approximately 4% is observed, followed by an 8% increase in transmission on the application of increasing electric fields. We
observe two set of switching in the hybrid CNT-LC cells;
the first dip (∼0.25 V µm−1) responds to the switching of the
LC against the surface alignment (anchoring of the LC layers
over the polymer hybrid CNT surface), similar to the ITO–ITO
alignment cell i.e. dip in green graph, and the second dip
(∼0.4 V µm−1) due to bulk switching of multi domains of LC
which gradually switch LC from random to homeotropic
arrangement.
It is interesting to note that this second fall in transmission
correlates to the 0.4 V µm−1 eﬀects seen in both microscopy
and laser diﬀuser experiments. The defects within the LC
layer cause the scattering of light away from the collection
lens. It is also interesting to note that this fall in transmission
(∼0.4 V µm−1) is only seen in the CNT cells, and suggests interesting possibilities about field induced scattering in CNT electrode based LC devices. The scattering was stronger in the cell
with a thicker nanohybrid network layer. This shows that the
thicker nanohybrid network layers aid the formation of more
random LC optical domains.
The results for forward (ascending) and backwards (descending magnitudes) electric field sweeps in Fig. 6(a, b) shows
a greater scattering for the forward sweeps. On applying the

This journal is © The Royal Society of Chemistry 2015
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field in the forward direction, the field induced deformations
occur on the initial LC-CNT texture. On the reverse sweep, the
texture relaxes back from a homeotropic alignment; it is possible that the system behaves diﬀerently in the two cases.
During the forward sweeps, the applied electric field has to
overcome both splay deformations in the LC layers and the
random alignment/anchoring of the various LC microdomains. This leads to diﬀerent domains that have diﬀerent
switching thresholds, therefore causing areas of LC that are
partially switched, which manifest as visible light scattering.
We believe that the system relaxes back during the reverse
sweeps such that the splay deformation dominates, causing
more uniform switching and leading to less observed light
scattering in the devices.
In conclusion, we demonstrate a rare combination of
polymer wrapped single walled carbon nanotubes with liquid
crystals. Thin films of these nanohybrids were used as electrodes
for addressing the LC layer and enhanced optical scattering
eﬀects have been achieved. The fact that these scattering eﬀects
can be electrically controlled opens opportunities for a wide
range of applications for this device, such as optical diﬀusers,
beam shaping and random lasers.
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