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ABSTRACT: This work reports for the �rst time on the use
of Con�ned Impinging Jet Mixers (CIJM) for the production
of emulsions with dispersed-phase content up to 80 wt %, in
both the surfactant-poor and -rich regimes, following the
exposure to varying CIJM hydrodynamic conditions. It was
observed computationally and experimentally that the CIJM
capacity resulted strictly dependent on the mass jet �ow rate
(Wjet > 176 g/min) and the pre-emulsion droplet size (>10
�m). CIJM emulsi�cation performance remained (almost)
una�ected by the variation in the oil mass fraction. All systems
showed the lowest droplet size (�8 �m) and similar droplet
size distributions under the highest Wjet. Conditionally onto
the Tween20 availability, the emulsion d3,2 was primarily
determined by formulation characteristics in the surfactant poor-regime and by the CIJM energy dissipation rate in the
surfactant-rich regime. In conclusion, this study o�ers further insights into the CIJM suitability as a realistic alternative to
already-established emulsi�cation methods.

1. INTRODUCTION
In industrial practice, emulsi�cation processing is commonly
conducted within the turbulent regime caused by mixing (high-
shear mixing, colloidal milling), pressure (high-pressure
homogenization, micro�uidisation), or ultrasound (sonication).
The industrial appeal of these methods mainly stems from their
capacity to allow continuous and large-throughput processing as
well as their �exibility in terms of handling a wide range of
materials.1

It is presently well-accepted that eddy formation plays a key
part in droplet breakup under turbulence, with the smallest
eddies determining the size of the smallest droplets achievable
during emulsi�cation.2 According to the Kolmogorov-Hinze
theory,3,4 the size of these eddies is given by
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where �k is the Kolmogorov eddy size, �� is the mean energy
dissipation rate, and �c and �c are the density and viscosity of the
continuous phase, respectively. Eq 1 holds for relatively dilute
emulsions (oil fractions, � < 40%), while for more concentrated
systems (40% < � < 75%), where viscosity may signi�cantly
deviate from that of the continuous phase, the �c term is replaced
by the emulsion viscosity (�em).5 Turbulent emulsi�cation can
normally occur in the turbulent inertial (TI) or turbulent viscous
(TV) regimes.5 In the TI regime, droplets deform under the
action of hydrodynamic velocity and pressure �uctuations,
resulting in droplets that tend to be larger than �k. In the TV
regime, droplets deform under the action of viscous stresses both
inside and between eddies; hence, their �nal size can be smaller

than �k. Depending on the �ow regime, the maximum stable
droplet diameter (dmax),6 which is de�ned as the largest droplet
diameter that can resist droplet breakup, can be estimated from
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where � is the equilibrium interfacial tension.
Besides the hydrodynamic conditions established during

emulsi�cation, the �nal emulsion microstructure (in terms of the
average droplet diameter and size distribution) will be also
strongly in�uenced by the presence of surfactants.7 Such surface-
active species will tend to quickly adsorb at the oil/water
interface, thus lowering the interfacial tension and facilitating
droplet breakup, while at the same time (postadsorption) can
assist in hindering coalescence phenomena associated with
droplet contacts/collisions. Depending on the extremities of
surfactant availability in the system, emulsi�cation can take place
under a surfactant-poor or a surfactant-rich regime.8 On the one
hand, in the surfactant-poor regime, although turbulence will
promote droplet breakup, the resulting, more often partially
covered, droplets will tend to merge. On the other hand, the
surplus of surface-active species in the surfactant-rich regime
ensures high adsorption rates and rapid interfacial stabilization,
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and thus �nal droplet size is heavily dependent on droplet
disruption due to turbulence.

Despite their widespread industrial utilization and large
product throughput capability, turbulent emulsi�cation meth-
ods are still based on high-energy processing, and, as such, they
are characterized by inherently low-energy e�ciencies.9 In
addition, the energy dissipation distribution can be highly
nonuniform, very often resulting in larger droplet sizes and/or
broader droplet size distributions.10 Such microstructural
inconsistences can be partially addressed by repeatedly exposing
the system to the original or similar turbulent processing
conditions (multipassing). However, this also results in
signi�cant increases in the total energy input and further
unavoidable reductions to the overall energy e�ciency.

To mitigate these limitations, a number of studies have
proposed alternative emulsi�cation approaches, such as
membrane or microchannel emulsi�cation, where droplet
formation occurs spontaneously rather than as a consequence
of turbulence e�ects.11,12 Though promising in terms of their
much lower energy input and enhanced energy e�ciency, these
techniques are, at present, limited to bench-scale operation and
are faced with a number of challenges to their industrial
adoption, including their current incapacity to deliver high
product throughputs.13

Emulsi�cation using Con�ned Impinging Jet Mixers (CIJM)
has more recently attracted some attention due to its potential to
deliver both large throughputs combined to superior energy
e�ciencies.14 Under CIJM operation, two jets (either of the two
immiscible phases or of the same coarse pre-emulsion) collide at
high velocities within a mixing cavity resulting in large energy
dissipation rates. On the one hand, because of the small volume
of the mixing chamber, the vast majority of the droplets is
exposed to the high-energy dissipation zone, which allows great
control over the �nal emulsion microstructure. On the other
hand, the short residence time (�1 × 10�3 s) within the mixing
environment limits droplet collisions and thus coalescence
phenomena. The mean energy dissipation rate (��th) created
following the jet collision can be theoretically estimated15

according to
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where �KE is the di�erence in kinetic energy between the two
inlets and the outlet, Qjet is the jet �ow rate, �P is the pressure at
which the jets collide, � represents the density of either the pure
phase in each jet or of the pre-emulsion, and VCIJM is the volume
within the CIJM geometry where impingement takes place.

Originally, CIJM has been extensively studied from both an
experimental and computational perspective for the production
of nanoparticles due to the fast processing mixing times.14

Transient Computational Fluid Dynamics (CFD) simulations
on the CIJM have been used to �nd reliable scale-up criteria and
describe mixing processes at the microscale.16,17

However, emulsi�cation by using CIJM represents a relatively
new topic; thus, the published literature in this area is somewhat
limited. The emulsi�cation performance of CIJM has been
compared against that of established emulsi�cation techniques,
such as high-shear mixing, high-pressure homogenization, and
sonication.18 This work reported that, for signi�cantly low
energy inputs and at low oil volume fractions (5�10 vol %),
CIJM produced smaller emulsion droplet sizes than both
ultrasound treatment and high-shear mixing. Nevertheless, at

energy inputs much higher than those achievable under CIJM
operation, sonication and homogenization both generated
emulsions of considerably smaller droplet sizes. In another
study,19 the production of dilute emulsions (5 and 10 vol %) as a
function of jet �ow rate (up to 610 g/min) and emulsi�er type
(Tween20, Span80, whey protein, lecithin, or sodium dodecyl
sulfate, all at a �xed concentration of 1 wt %) was investigated.
Within this range of hydrodynamic conditions, the smallest
droplet sizes (�2 �m) were obtained at the highest jet �ow rate
(610 g/min) regardless of the type of emulsi�er employed.
Dilute emulsions of average droplet diameters below 700 nm
were reported elsewhere,20 but these could only be produced by
coupling CIJM operation with sonication.

Clearly, although the appeal of the CIJM operation has indeed
generated some knowledge regarding its processing perform-
ance in the �eld of emulsi�cation, the level of understanding
necessary to fully appreciate the method’s true potential and
possible industrial applicability is far from being achieved.

The aim of the present study is to extend current
emulsi�cation understanding associated with CIJM operation.
This is obtained by investigating both computationally and
experimentally the CIJM emulsi�cation capacity followed by an
experimental evaluation of the CIJM performance for the
production of emulsions with a wide range of oil mass fractions,
under either a surfactant-poor or a surfactant-rich regime, and as
a result of exposure to varying CIJM hydrodynamic conditions
and residence times. In all cases emulsions are produced by the
CIJM treatment of coarse pre-emulsions, rather than the
impingement of jets consisting of the two immiscible pure
phases, and product microstructure is assessed in terms of �nal
droplet size, droplet size distribution, and long-term stability
(over a 40 d storage period).

The current work reports for the �rst time on the use of CIJM
for the production of emulsions with dispersed-phase contents
above 10 wt % (and up to 80 wt %) and relates the achieved
microstructures to the hydrodynamic conditions (mean energy
dissipation rate and jet mass �ow rate) within the geometry, as
characterized by both theoretical and computational models.

2. MATERIALS AND METHODS
2.1. Materials. All oil-in-water (o/w) emulsions were

prepared by using as the continuous-phase deionized water
obtained from a reverse osmosis �ltration system. Commercial
sun�ower oil (viscosity = 50 mPa·s) purchased by a local retailer
was used as the dispersed phase. Polysorbate20, that is,
Tween20, (Hydrophilic�Lipophilic-Balance, HLB, = 16.7,
molecular weight = 1227.54 g/mol) was supplied by Sigma-
Aldrich Company and used as the emulsi�er.

2.2. Emulsi�cation Procedure. Emulsions were produced
following a two-step procedure, which included (i) high-shear
mixing to form the initial coarse pre-emulsion followed by (ii)
emulsi�cation within the CIJM.

2.2.1. Pre-Emulsion Preparation. For the preparation of the
pre-emulsions, the required concentration of Tween20 was
dissolved in water and mixed by using a magnetic stirrer for 10
min, before the addition of the desired amount of sun�ower oil.
Water, surfactant, and vegetable oil (together forming a solution
of 500 mL) were then pre-emulsi�ed by means of a Silverson L5
Series Laboratory High-Shear Mixer, equipped with an emulsor
screen of 33 mm in diameter, for 3 min at de�ned rotational
speeds. Details of the rotational speeds used for the preparation
of the pre-emulsions are elucidated within the discussion of the
Results section.
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2.2.2. Rheological Measurements. The �ow behavior of all
pre-emulsions was measured using a Kinexus Pro, stress-
controlled rheometer (Malvern Instruments). Flow curves for
the 10 and 40 wt % oil content pre-emulsions were obtained
using a double gap geometry (with 2 mm gap thickness), while
those for the 60 and 80 wt % systems were obtained using a cone
and plate geometry (diameter: 40 mm; and angle: 4°). Each
measurement was repeated three times. The average shear
viscosity (�) values for the pre-emulsions of varying dispersed
(oil) phase content are shown in Figure 1 as a function of the

applied shear rate (��). All �ow curves were �tted to a simple
power-law model21

K 1�� = • �� (5)

where K is the consistency constant, and � is the power-law
index; the values of both are reported in the inset table of Figure
1.

2.2.3. Emulsion Preparation. In the second step, the pre-
emulsions were processed through the CIJM geometry (Figure
2) by means of a single pulseless micropump (external gear
pump) with jet mass �ow rates varying from 85.2 to 702 g/min.
Prior to impingement the �ow was split into two equal streams
by using a Y-junction, whereas after leaving the CIJM chamber
emulsions samples were collected and stored in sample pots.

To study the e�ect of multipassing, emulsions were processed
through the CIJM under �xed inlet mass jet �ow rate (359 g/
min) and were collected in a beaker. This was then transferred
back to the feed, and the formed emulsion was reprocessed up to
4 times. Each experiment was repeated twice.

2.3. Droplet Size and Droplet Size Measurements. The
measurement of droplet size and droplet size distribution were
performed by using a Mastersizer 2000 (Malvern Instruments).
Samples were diluted to 3 vol % to avoid multiple-light
scattering. Each sample was prepared and tested twice at room
temperature (22°C).

2.4. Interfacial Tension Measurements. The equilibrium
interfacial tensions were measured using a K11-Force
Tensiometer (Kru�ss, GmbH) equipped with a Wilhelmy plate
for (i) the plain oil�water interface and (ii) at varying
concentration of the surfactant. The equilibrium interfacial
tension of the plain oil�water interface was equal to 24.95 ±
0.02 mN/m, whereas when the Tween20 concentration was
increased from 0.01 to 2 wt % the equilibrium interfacial tension
decreased from 6.04 ± 0.01 to 5.29 ± 0.02 mN/m, respectively.

2.5. Stability. To evaluate the stability of the processed
emulsions, samples were stored in the laboratory at room
temperature (22°C) over a period of 40 d. Since creaming
occurred in most of the samples analyzed in this study, the
samples were gently redispersed before remeasuring the droplet
size.

2.6. CFD Simulations. Commercial Ansys 18 Fluent 18.0
was used to simulate the �uid �ow into CIJM. The geometry was
modeled using the Design Modeler in the Ansys Workbench and
was divided in multiple connected volumes. The grid was
generated using a curvature size function; the inlet tubes and the
impingement zone were meshed using a Multizone method,
whereas the rest of the geometry by a sweep method resulted in
2 400 000 hexahedral cells (grid element quality = 0.723 ±
0.159). Information about the velocity and energy dissipation

Figure 1. Flow curves for the 10 (�), 40 (�), 60 (�), and 80 wt % (�)
oil content o/w pre-emulsions formed in the presence of 1 wt %
Tween20. All shear viscosity data points are mean values (n = 3), and
error bars represent one standard deviation of the mean; where not
visible, error bars are smaller than the used symbols. Solid curves
represent the best �t to a power-law model (see main text for detail).
(inset) Consistency constant K and power-law index � parameters from
the power-law model.

Figure 2. Schematic and three-dimensional representation of the CIJM geometry used in this study; all dimensions are given in millimeters.
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rate pro�les at varying jet �ow rate was obtained for water
(density 998 kg/m3 and viscosity 1 mPa·s). CFD simulations of
the �ow of two pure aqueous streams clearly model a simpli�ed
system and thus obviously do not o�er insights into many of the
key physical phenomena taking place during emulsi�cation
within the CIJM device, for example, droplet breakup or
coalescence mechanisms. However, as the shear viscosity of (at
least) the 10 wt % oil pre-emulsion is relatively close to that of
pure water (Figure 1), the model does hold some value.

The Large-Eddy-Simulation (LES) model would represent a
more suitable method to describe the transient phenomena
taking place during mixing, but it is also acknowledged to be a
highly time-intensive solving model.15 Thus, for the purpose of
this study the standard k-� model was used to model the �uid
�ow. Boundary conditions of (i) constant inlet velocities for
both inlet tubes, (ii) zero-gauge pressure for the outlet, and (iii)
no wall slip for the walls were speci�ed. The SIMPLE pressure�
velocity coupling, the Least Squares Cell Based gradient, and
second-order methods were used. Since the �ow inside the
geometry is unsteady, a steady-state simulation was initially run
to initialize the transient calculation. Three time steps of size
varying between 6 to 0.6 × 10�6 s were used. Following this
procedure all the residuals fell below 1 × 10�4.

The bene�t to this study is that both the velocity contours of
the simulated �ow and the energy dissipation rates achieved
within the CIJM geometry can be calculated by the model and
then used to (at least qualitatively) �rst assess whether jet
impingement does take place and second obtain a measure of the
magnitude of the turbulence realized in relation to the inlet jet
mass �ow rate. Figure 3 provides an example (for Wjet = 702 g/
min) of the approach used for the calculation of mean energy
dissipation rates (��CFD) along the impingement path of the jets
(x-axis) from the CFD data. The energy dissipation rate (�CFD)
along the x-axis, from the left entry channel to the CIJM

chamber (x = 0 mm) to the channel on the right (x = 10 mm), is
�rst calculated at three di�erent y-positions (y = �0.25, 0, and
0.25 mm) (see Figure 3B). All three energy dissipation rate
curves obtained by the simulation (see Figure 3.C) exhibit a
peak (at an �CFD value of �1.8 × 105 W/kg) corresponding to a
position on the x-axis of 5 mm, thus con�rming that the jet
impingement point is observed at the center of the CIJM
chamber. ��CFD is then calculated as the average of these three
�CFD curves, corresponding, in this case (Wjet = 702 g/min), to
be 2.58 × 104 W/kg.

3. RESULTS AND DISCUSSION
3.1. Assessment of CIJM Emulsi�cation Capacity. In the

present study, CIJM emulsi�cation capacity is �rst assessed
using a CFD computational approach to understand the e�ect of
the inlet jet mass �ow rate (Wjet) on the hydrodynamic
conditions (i.e., energy dissipation rate and velocity pro�les)
realized within the CIJM geometry (Figure 2). The CIJM
processing capacity is then further interrogated by investigating
the e�ect of pre-emulsion droplet size and dispersed-phase
content on the �nal emulsion microstructure.

3.1.1. Modeling of CIJM Operation. The resulting relation-
ship between ��CFD and Wjet (the latter corresponding to the
range of jet mass �ow rates investigated experimentally here) is
presented in Figure 4; velocity contours for selected Wjet values
are also shown. The velocity pro�les clearly suggest that at Wjet <
176 g/min, the two jets do not optimally impinge, and therefore
poor mixing conditions prevail. In addition to this, the CFD data
show that, at low Wjet values (<266 g/min), the mean energy
dissipation rate is relatively low and only marginally rises with
increasing jet mass �ow rates (Figure 4). However, for Wjet
values above 266 g/min, ��CFD increases rapidly, reaching a value
of 2.58 × 104 W/kg at the highest jet mass �ow rate (702 g/min).

Figure 3. (A) CFD-obtained velocity contours of the simulated �ow and impingement of two aqueous jets (of equal mass �ow rates of 702 g/min)
within the mixing chamber of the CIJM geometry used in this study. (B) Enlarged view of velocity contours within the mixing chamber of the CIJM
geometry together with the x, y, and z axes; the x-axis extends from 0 to 10 mm, the y-axis extends from �0.5 to 0.5 mm, and the z-axis extends from
�0.5 to 0.5 mm (x, y, z = 0 as shown in the schematic). (C) Energy dissipation rate (�CFD) as a function of position along the x-axis and at three di�erent
positions on the y-axis; y = �0.25, 0, and 0.25 mm. ��CFD (2.58 × 104 W/kg) is calculated as the average of the three �CFD curves (see main text for further
detail).
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